PULSUS NPK’

9.5mm(3/s") Square Drive
Pin Hole Type Anvil/Stopper Pin Type Anvil(S)

NPW-450A-000 NPW-550A-000
NPW-450A(S)-000 NPW-550A(S)-000

NPW-650A-000 NPW-800B-000
NPW-650A(S)-000 NPW-800B(S)-000

STRAIGHT TYPE

SOCKET RETAINING METHODS

Pin Hole Type Stopper Pin Type

NPW-450EA-000
NPW-450EA(S)-000

Figures of torque adjustment range are measured by NPK torque meters.

SPECIFICATIONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

i H Free Overall Net Spindle i
Capacity Torque Adjustment Range Square |Air Inlet, .- |Average Alr
Model No. (Bolt Size) (Reference) As;,‘:%?(_ A‘;;rg;: X:;;'?;‘; A%fgi_ Shank Size | Thread | 1°® 512¢ | consumption
mm in N-m | kgf-cm | ft.Ib pm mm | in kg | tb [mm | in | mm | in |ReorNPT| mm | in [m¥min|ft/min

NPW-450EA-000,(S) 6 | '/a |20.6-34.3| 210~350| 15~25 | 6,000 | 2429 1/2|0.88(1.94| 23 |7/ |95 | % | Ya | 6.3 | Vs {0.23] 8.
NPW-450A-000,(8) | 6 | "4 |24.5~42.1) 250~430| 18~-31 | 6,500 | 154 |6 1/16/0.93|2.05| 23 | 7/s |9.5| % | Ya | 6.3 | 'a |03 |10.6
NPW-550A-000,(S) | 8 | %hs |26.5~51.9| 270~530| 20~38 | 6,500 | 159 6 1/4 {1.0 [2.20| 23 | 7/8 | 9.5 | %8 | 'Ya ]9.5| ¥s |0.35/12.4
NPW-650A-000,(S) |8-10 [3hs-%/8/44.1-63.7| 450~650 | 33~47 | 5,500 | 172 |625/22{1.06(2.34| 23 |7/3 | 9.5 | 3/s | a 195 | 3 |0.45115.9
NPW-800B-000,(S) | 10 | %8 |63.7~93.1| 650~950| 47-69 | 5,300 {178} 7 i{1.45/3.20; 26 | 1 |95 | 3% | Vs |95 % |05 {17.7

Specifications are subject to change without notice.
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PULSUS il =d oS

OIL PULSE WRENCH

12.7mm('/2") Square Drive
Pin Hole Type Anvil/Stopper Pin Type Anvil(S)

NPW-1000A-000 NPW-1200A-000 NPW-1400A-000 NPW-1600A-000
NPW-1000A(S)-000 NPW-1200A(S)-000 NPW-1400A(S)-000 NPW-1600A(S)-000

Figures of torque adjustment range are measured by NPK torque meters.

SPEC'FlCATlONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

' i Overall Net Spindle
Capacity Torque Adjustment Range Free Square [Air Inlet .__ |Average Air
Model No. (Boit Size) (Reference) pﬁj%ii?(_ k:;?g: X‘g?g‘; A%gfg;_ Shank Size | Thread NosoSlze Consumption
mm in N+m | kgf.cm | ft-1b rpm mm | in kg Ib | mm | in | mm | in |[ReorNPT| mm | in |m¥min| ft¥min

NPW-1000A-000,(S)| 12 | /2 |70.0~110| 714-1200|52-81 | 5,300 | 192 7 %he| 1.9 |4.19| 32 |[1Ya 127 | V2 | 'Ya | 95| 3/s |0.55|19.4
NPW-1200A-000,(S) [12~14"/2-%h6| 90.2-137 | 920~1400| 67~101| 4,500 | 195 |7'1/¢| 2.3 |5.07| 35 |13/ [127 | V2 | Ya | 9.5 | %6 (0.6 |21.2
NPW-1400A-000,(S) | 14 | °1s | 118~1671200-1700) 87~123 | 3,500 | 218 |8 96| 2.8 |6.17| 36 |1716/12.7 | /2 fa | 95| 38 |0.8 |28.3
NPW-1600A-000(S)| 16 | S/s | 129-210(1320-2140/ 95-155 | 3,000 | 240 (9 7/16] 3.6 |7.94| 40 |19H6|19.05| 3/a | 2 | 95| 3/s 0.9 |31.8

Specifications are subject to change without notice.

9.5mm(3/s") Square Drive SHUT OFF TYPE OIL PULSE WRENCH

Pin Hole Type Anvil/Stopper Pin Type Anvil(S)’ SHUT-OFF TYPE
/ SHUT-OFF TYPE (Wrenches & Drivers)

The pulsus shut-off system allows soft joints, with
washers or gaskets, and hard joints with no pre-
vailing torque, to be tightened accurately. To re-
peat and maintain accurate torque values, the
shut-off system automatically stops the air motor.

Torque ad'guslmenl range

NPW-550A-T00 (Hard joint

NPW-550A(S)-T00

NPW-450A-T00
NPW-450A(S)-T00

Preset torque |

- (Hard joint)

= [ iz — Hard joint
S Preset torque ;e
= / (Soft joint) —— Soft joint

Torque adjustment range
(Soft joint)

time
————Tightening time(Hard joint)
Tightening time(Soft joint)

NPW-800B-T00
NPW-800B(S)-T00

NPW-650A-T00
NPW-650A(S)-T00

Figures of torque adjustment range are measured by NPK torque meters.

SPECIFICATlO NS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

i ; Free Overall Net Spindle X
Capacity Torque Adjustment Range Torque Adjustment Range Speed Length Weight Offset Square  (Alr Inlet Hose Size Average Air

Model No. (Bolt Size} (Hard Joint) (Soft Joint) Approx. | Approx. | Approx. | Approx. Shank Size | Thread Consumption

mm | in N.m | kgfecm | ftelb | Nem | kgfecm | ft.Ib pm [mm{ in | kg | b [mm | in [ mm /| in [RcorNPT mm | in [mmin| t¥/min

NPW-450A-T00(S)| 6 | "4+ |196-294| 200-300{14.5-217| 9.8-19.6| 100-200 | 7.2-14.5 6,000 |19117'2| 1.3 |29 | 24 |15 95{ ¥ | ' |63 | ' 10.35/12.4]
NPW-550A-T00,(S) | 6-8 |'/a-%h6)25.5-39.2| 260~400 |18.8-28.9|147-27.4| 150~280 |10.8-20.3| 6,000 | 191 |72 | 1.3 | 2.9 | 24 |1%5| 95 | % | 'a |63 | s |0.35/12.4
NPW-650A-T00,(S) | 8~10 (%16-%//39.2-53.9| 400-550 |28.9-39.8124.5-44.1| 250-450 |18.1-32.5 5,800 | 206 |8'e {1533 |25 | 1 | 95| % | "% |95 % |0.4515.9
NOW-800B-T00,(S)| 10 | %/s |56.8-73.5| 580~750 |42.0-54.2|34.3-60.8| 350~620 |25.3-44.8] 5,500 |212 | 8%s | 1.7 |3.7 | 26 | 1 |95 % | 'Y |95 | % |05 [17.7

Specifications are subject to change without notice.
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OPTIONS

NPK"
R L R e L s - |

TORQUE METERS

Torque meters are applied for PULSUS/HYDROTENSION WRENCHES, PULSUS/HYDROTENSION DRIVERS.

<Features>

1. Digital display removes any doubt about misreading.

2. A legible maximum value hold circuit is shown.

3. Both clockwise and anticlockwise rotation can be measured.
4. Accuracy:+0.5%FS

5. Simple and easy-to-use

<Applications>

1. Suitable for the torque adjustment and control of Hydrotension Wrenches, Hydrotension drivers Pulsus series.
2. Enables you to check your torque wrench.

3. Enables you to check torque on nut runners.

(printer is sold separately)

SPECIFICATIONS

SPECIFICATIONS TMC-200 TMC-800
Measuring Range 20.0~199.0N-m 80.0~800.0N*m
Measuring Accuracy 1.0N-m(0.5%FS) 4.4AN-m(0.5%FS)

Power Supply AC 100V~240V 50/60Hz 0.5A Max.
_ _ N 280X200X145mm 4.0kg
Dimensions: Amplifier 1122 X7 716 X5 “foain
Width XL, th XHeight
W:eight o9 &9 Sensor Device 190.5X99X75.5 (mm) 6.5kg 285X149X107 (mm) 15.5kg
7 '/2X3 2%/ X2 Y/32(in) 14.3Ib 117/:2X5 716X 4 /52 (in) 34.11b

Standard Accessories

1 piece each of *s" sq., and'/." sq.

1 piece each of /2" sq., ¥:" and 1"sq.

socket adopter. socket adopter.

Specifications are subject to change without notice.

Precautions
1) In case of the extension bar or extended socket is used

When the extension bar or extended socket is used, you can contact our dealer or our head office directly before use to
avoid any inconvenience on your work. In such case, the expected output torque from the tool may not be obtained ow-
ing to less transmission efficiency between work and tool because the extension bar or extended socket is intervened in
work as buffering material. The transmission efficiency is worsened more when the extension bar or extended socket is
thinner diameter and/or longer length. In case of the shut-off type tools, the output torque is lowered also. However, the
shut-off torque (the torque when the tool is stopped at preset torque) is not so affected from the using of extension bar
or extended socket. With the reason, there is a possibility to not stop automatically in these cases due to the tightening

torque can not be reached to the preset level.

2) In case of the universal joint is used

When the universal joint is used, the expected output torque from the tool may not be obtained also as well as the above

1) cases. Besides, the transmission efficiency in this case varies with its using angle.

When you are not able to get the expected torque on your work in these cases, you contact us directly or your dealer

nearby you.
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HYDROTENSION WRENCHES NPK"’

OIL PULSE WRENCH

9.5mm(3/s") Square Drive
Pin Hole Type Anvil / Stopper Pin Type Anvil(S

NPW-60 NPW-80
NPW-60(S) ' NPW-80(S) i
12.7mm(/2") Square Drive
NPW-160
NPW-160(S) '

Pin Hole Type Anvil / Stopper Pin Type Anvil(S
Figures of torque adjustment range are measured by NPK torque meters.

SPECIFICATIONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

NPW-50
NPW-50(S)

NPW-140
NPW-140(S)

NPW-120
NPW-120(S)

NPW-10
NPW-100(S)

i ¢ Free Overall Net Spindle :

Capacilty Torque Adjustment Range Speed Length Weight Offset Squar:_a Air Inlet Hose Size Average Air,

Model No. | (Bolt Size) (Reference) Approx. | Approx. Approx. Approx. Shank Size | Thread Consumption
mm in N-m kgt - cm ft. b rpm mm | in kg Ib |mm | in |mm]| in |ReorNPT| mm | in |m¥min} ft*/min

NPW-50,(S) | 6 | '/a |18.1~27.0| 185-275 | 13~20 9,000 | 172 |625/32/1.05]2.31|22 s | 95| 3 | V4 |63 Y 02 | 71
NPW-60,(S) | 6~8 |'/a-5/s| 21.1~37.7| 215-385 | 15-28 10,500 | 147 |5%5/32/1.3 |2.87|26.5(1 1e] 95| 36 | Vs |63 | Vs |02 | 7.1
NPW-80,(S) | 8 1| She |26.0~47.0| 265~480 | 19~35 9,000 | 161 |671/32/1.45|3.20(27 |1 Vhe| 95| 3 | Y4 | 6.3 | "4 |0.25| 8.8
NPW-100,(S)| 10 | 3/8 | 40.2-78.4| 410-800 | 30-58 7,500 | 184 {7 /4 |21 [4.63|32 1/4(12.7| /2 | Vs | 95| 3e (0.3 [10.6

1

1

1

NPW-120,(S) [10~12|3/s-'/2| 53.9~100 | 550~1020| 40-74 6,000 | 188 [713/32/2.4 |5.29|33.5[1 516/12.7| /2 s 9.5 % 0.3 [10.6
NPW-140,(S)| 14 | %hie | 85.3~147 | 870~1500| 63-108 5,200 | 194 |7 5/e |2.9 6.39|36 716/ 12.7| /2 a | 95| 36 |05 117.7
NPW-160,(S)| 16 | 5/s 127-186 |1300~1900; 94-137 4,500 | 212 |8'1/22|3.4 |7.50(39 %16/12.7] /2 a4 195 ]| 38 0.5

Specifications are subject to change without notice.

STRAIGHT TYPE

9.5mm(3/s") Square Drive 12.7mm('/2") Square Drive —
Pin Hole Type Anvil / Stopper Pin Type Anvil(S Pin Hole Type Anvil / Stopper Pin Type Anvil(S)
NPW-50S NPW-60S NPW-80S NPW-100S
NPW-505S(S) NPW-60S(S) NPW-80S(S) NPW-100S(S)

Figures of torque adjustment range are measured by NPK torque meters.

SPEC'FICATIONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

- ¢ Free Overall Net Spindle i

Capac‘lty Torque Adjustment Range Speed Length Weight Offset Squan_e Air Inlet Hode Size Average Air

Model No. | (Bolt Size) (Reference) Approx. | Approx. Approx. Approx. Shank Size | Thread Consumption
mm in N:m kgf - cm ft.Ib rpm mm | in kg Ib ([mm | in | mm | in |[ReorNPT| mm | in [mYmin|ftYmin

NPW-50S,S) | 6 | /a |18.1~27.0| 185~275 13~20 9,000 | 206 18 /s |[1.0 |2.20(22 e | 95| e | s 6.3 4 |02 | 741
NPW-60S,(S) | 6~8 |'/a-5/16|21.1~37.7 | 215~385 15-28 |10,500 | 199 [727/52/1.05]2.31 |22 s | 95| s | a 6.3 /s 0.2 | 7.1
NPW-80S,(S) | 8 | 5/s |26.0~47.0| 265~480 19-35 9,000 | 212 (8'/32|1.3 |2.87|23.5| '5/16| 9.5i 38 s 6.3 /s |0.25 8.8
NPW-100S,(8)| 10 l 3/ 140.2-78.4| 410-800 30-58 7,500 | 294 |11912.0 [4.41]29 1 [12.7] 2 | s 9.5| 3 0.3 [10.6

Specifications are subject to change without notice.
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HYDROTENSION WRENCHES Il =%

19.05mm(3/2") Square Drive
Pin Hole Type Anvil / Stopper Pin Type Anvil(S)

NPW-200
NPW-200(S)

NPW-180
NPW-180(S) T

25.4mm(1") Square Drive
Pin Hole Type Anvil

NPW-220G

Figures of torque adjustment range are measured by NPK torque meters.

S P EC | Fl CAT| O N S Recommended Air Pressure 0.6MPa (6kgf/cm?85psi)

: : Free Overall Net Spindle ; e ;

Capac'ny Torque Adjustment Range Speed Length Weight Offset Squarg Air Inlet Hose Size Average .Alr

Model No. | (Bolt Size) (Reference) Approx. | Approx. Approx. Approx. Shank Size | Thread Consumption
mm in N:m kgf « cm ft-lb pm mm | in | kg Ib ([mm | in | mm | in [ReorNPT| mm | in |m¥min|ft/min

INPW-180,(S)| 18 | '"/16 | 165~235 |1680~2400| 122-174 | 4,000 | 220 82152 3.8 | 8.4| 42 |1 5/ [19.05) 3/s | a 9.5| 38 10.55/19.4
NPW-200,(S)| 20 | "3he | 310~450 |3160-4590| 229-332 | 4,000 | 240 [97/16) 6.7 [14.7 | 48 |1 7/s [19.05| %4 | 35 {12.7| /2 |0.6 |21.2
NPW-2206 | 22 | 7/s | 451-647 |4600-6600| 333-477 | 3,800 387 15%/4 | 9.3 {20.5| 54 ]2 s 254 | 1 38 12.7| /2 10.85]30

Specifications are subject to change without notice.

ANGLE TYPE

9.5mm(3/s") Square Drive 12.7mm(/2") Square Drive
Pin Hole Type Anvil / Stopper Pin Type Anvil(S) Pin Hole Type Anvil / Stopper Pin Type Anvil(S)

NPA-60 NPA-80 NPA-100
NPA-60(S) NPA-80(S) NPA-100(S)

Figures of torque adjustment range are measured by NPK torque meters.

SPEC'F'CAT'ONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

f N Free Overall | Net Spindle i
Capac_lty Torque Adjustment Range Speed Height Weight Offset Squarg Air Inlet Hose Size Average .Alr
Model No. | (Boit Size) (Reference) Approx. | Approx. Approx. Approx. Shank Size | Thread Consumption
mm in N.m kgf - cm | ft-Ib rpm mm | in kg Ib | mm | in | mm ﬁn ReorNPT| mm | in |[mYmin| ft/min

NPA-60,(S) 6 | '+ [17.6~27.9| 180~285 13-21 10,000 [230| 9 (1.3 [2.87| 16 | S/s | 95| 3s | s |63 | Va4 |02 | 7.1
NPA-80,(S) 8 | She |23.5~35.3| 240~360 17-26 8,500 | 242 | 91/2 |1.45|3.20| 16 | 5/s | 95| ¥s | s [ 6.3 | Vs |0.25| 8.8
NPA-100,{S)| 10 | S/ |35.3-58.8| 360~600 | 26-43 7,000 332 | 13 |24 [5.29| 20 [3he|12.7| V2 | 4 [9.5| 38 |0.3 [10.6

Specifications are subject to change without notice.
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HYDROTENSION WRENCHES NPK"’

OIL PULSE WRENCH

AUTO-STOP TYPE

The T series is equipped with the automatic stop mechanism which automatically stops operating at specified time pro-
viding high tightening accuracy

9.5mm(3/s") Square Drive 12.7mm(/2") Square Drive
Pin Hole Type Anvil / Stopper Pin Type Anvil(S) Pin Hole Type Anvil / Stopper Pin Type Anvil(S)

NPW-60T NPW-80T NPW-100T NPW-120T
NPW-60T(S) NPW-80T(S) NPW-100T(S) NPW-120T(S)

12.7mm('/2") Square Drive 19.05mm(3/4") Square Drive
Pin Hole Type Anvil / Stopper Pin Type Anvil(S) Pin Hole Type Anvil / Stopper Pin Type Anvil(S)

NPW-140T NPW-160T NPW-180T NPW-200T
NPW-140T(S) NPW-160T(S) NPW-180T(S) NPW-200T(S)

Figures of torque adjustment range are measured by NPK torque meters.

SPEC'F'CATIONS Recommended Air Pressure 0.5MPa (5kgf/cm?,70psi)

" . Free Overall Net Spindle
Capacity Torque Adjustment Range Speed Length Weight Offset Squarg Air Inlet Hose Size Average 'Air
Model No. | (Bolt Size) (Reference) Approx. | Approx. Approx. Approx. Shank Size | Thread Consumption
mm in N-m kgf + cm ft. b rpm mm | in kg b |mm | in | mm | in |ReorNPT| mm | in [m¥min|ft*min

NPW-60T,(S) | 6~8 |'/a-5/16]/19.1~34.3| 195~350 14-25 | 9,500 | 172 1625/321.5 | 3.31|26.5|1 1hs| 95 | 3/8 | s 6.3| Va |02 | 71
NPW-80T,(S) | 8 She |23.5~42.1| 240-430 17-31 8,000 | 186 |7 5/16/1.65| 3.64/27 |1is| 95 | 3 | a4 6.3 /4 |02 | 71
NPW-100T,(S)| 10 | 3s |36.3~70.6| 370~720 27-52 | 7,000 | 211 8 5he{2.3 | 5.0732 (114 [127 | 1 | s 9.5 3e |0.25| 8.8
NPW-120T,(S) [10~12| %e-'/2 | 49.0~94.1| 500-960 | 36~69 | 5500 | 216 8 /2 (2.6 | 5.73/33.5|15Ms(127 | V2 | a 9.5| 3 |0.25| 8.8
NPW-140T(S)| 14 | %hs |75.5~127 | 770-1300| 56~94 | 4,700 | 226 82%/32/3.2 | 7.05/36 |1 7/e|12.7 | 2 | a 9.5 3s [0.45|15.9
NPW-160T,(S)| 16 | 5/8 | 118~176 (1200-1800| 87~130 | 4,000 | 246 [9'/16/3.7 | 8.16|39 |19%s{127 | V2 | 4 9.5| 3 |0.45|15.9
NPW-180T,(S)| 18 | /16 | 145~211 |1480~2150| 107-156 | 3,600 |254 | 10 |4.2 | 9.26|42 |1°5/s [19.05| 3a | /s 9.5| 3% (0.5 |17.7
NPW-200T,(S)| 20 | '316 | 279~405 |2850~4130| 206~299 | 3,500 | 278 [10'%6|7.2 |15.87/48 |1 7/s [19.05| 3/a | 35 |12.7]| 1 |0.55]19.4

Specifications are subject to change without notice.
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IMPACT WRENCHES NPK

TWO-HAMMER

SMALL, LIGHT WEIGHT AND POWERFUL TYPE

9.5mm(3/s") Square Drive
Pin Hole Type Anvil

NW-5LP NW-6LFA NW-6HPA

12.7mm(/2") Square Drive
Pin Hole Type Anvil

NW-8HPA NW-10HPA &

9.5mm(3/s") Square Drive

Pin Hole Type Anvil SOCKET RETAINING
STRAIGHT TYPE METHODS
Pin Hole Type Stopper Pin Type Ring Type

NW-6HS

SPECIFICATIONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

: Free Overall Net Spindle P f
Capa c.'ty Speed Length Weight Offset Squarg Ajrdriet Hose Size fulekage ‘.\"
Type Model No. | (Boit Size) Approx.| Approx. Approx. Approx. Shank Size | Thread Consumption
mm in rpm | mm in kg Ib mm in mm in |ReorNPT| mm in | m¥min | ft/min

NW-5LP 6 { 'a |12,000] 151 | 5546 0.63 | 1.4 | 16.5 | 252 | 9.5 | s Ya | 63| Y4 | 015 | 5.3
Button | NW-6LFA | 6~8 {'/4-%16/10,000| 136 | 5'1/2) 0.8 | 1.8 | 23 |22 | 95 | Ys a [ 63| Ya | 025 88
NW-6HPA| 8 | 5hs | 8,000 158 [67/32/ 0.9 | 2.0 |24 |15h6| 9.5 | ¥s Vs 1 63| Y1 | 025 8.8
Straight | NW-6HS 8 | 5he | 9,000/ 211 |8516/0.96 | 2.1 |24 |55 ] 95 | s Ya | 63 Va | 025 | 8.8

- -]

: Free Overall Net Spindle ;
Capacity | goccd|  Length Weight Offset Square. (Alrintet . aisg | Averagd Ar
Type Model No. | (Bolt Size) Approx.| Approx. Approx. Approx. Shank Size | Thread Consumption
mm in rpm | mm in kg Ib mm in mm in |RcorNPT| mm in | m¥min | ft/min

NW-8HPA | 10 | 3s 6,500 | 165 |6 /2| 1.5 | 3.3 |28 |132|12.7 | '/ a4 | 633 14 | 0.3 10.6
Lever |NW-10HPA| 12 | /2 | 6,000 | 169 |62z 1.7 | 3.7 |31 (1752127 | 2 | Y4 | 95 | % | 035 | 124
NW-14H 16 | 5/ | 5,500 | 195 |71/16| 3.0 | 6.6 |34.5 1152|127 1~ Y4 |95 | % | 035 | 124

Specifications are subject to change without notice.
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IMPACT WRENCHES

NPW

TWO-HAMMER

19.05mm(3/4") Square Drive
Pin Hole Type Anvil

NW-16S
3 steps of power control

NW-19A
4 steps of power control

NW-16HP
4 steps of power control

NW-16HS
4 steps of power control

NW-22A
4 steps of power control

25.4mm(1") Square Drive
Pin Hole Type Anvil

NW-32LA
4 steps of power control

NW-38
4 steps of power control

19.05mm(3/s") Square Drive
Low Vibration Type
Pin Hole Type Anvil

NW-16HSA NW-19AA NW-22AA

4 steps of power control 4 steps of power control 4 steps of power control
SPECIFICATIONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

; Free Overall | Net Spindle VIEF ;
ModelNo. | (Bonsiat) |Speed| Length | weignt | Offsst | G MOC (o0 B0 Hosesize | oSOt
mm in rpm mm in kg b mm in mm Tin ReorNPT| mm in_ | m¥min | fmin |

| NW-16S 18 | "6 4,500 330 | 13 | 5.0 |11 |38 [112[19.05| % | ¥ [127| "2 | 045 | 15.9
| NW-16HP | 18 | "6 [5,000 | 223 | 8%/ 5.0 |11 | 41.5 (156 [19.05| % | % [127] 1 | 045 | 159
NW-16HS | 18 | "1 |4,000| 318 1217/ 5.5 121141515 |19.05) % | ¥ |127| 2 | 0.45 | 15.9
NW-19A 20 | %6 (4,500 | 346 1356 | 6.5|14.3 |45 |125/:2(19.05] % | ¥ 127 1 | 0.55 | 19.4
NW-22A 22 | 7/s 4,500 383 15116 7.4116.3(45 [12522(19.05 % | % [127] 2 | 0.6 J21.2_
NW-32LA | 33 |1 | 4,000 383 15%s 9.7 213555 2%(254 | 1 | 2 |127 2 | 0.85 | 30.0
| NW-38 39 {12 [3,000| 463 (18 7/ 15.3 | 33.7 | 625 215021254 | 1 | % [127| % | 09 | 318 |
Low Vibration Type

NW-16HSA | 18 | 116 | 4,000 339 |13 5.8112.8 415156 [19.05) % | % [127] ' | 045 | 159
NW-19AA | 20 | "6 4,500 | 390 [15"2] 7.0 154 |45 [125/:2119.05| ¥ | % [127 1 | 055 | 19.4
NW-22AA | 22 | /s |4,500| 399 [15%s2| 8.0 |17.6 |45 |1252[19.05| 3 | 3% [12.7| 2 | 06 | 21.2

Specifications are subject to change without notice.
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IVIPAC1 WRENCHES NP

The one-hammer impact wrenches are mostly used in repair and garage work shops. These wrenches have distinguishing
features of being light weight, low in air consumption, exceptionailly powerful impacting per blow.
Built-in power regulator for easy adjustment.

9.5mm(3/s") Square Drive

il
NW-800 NW-800S SW-12
6 steps of power control Stepless power control Stepless power control
Stopper Pin Type Anvil Stopper Pin Type Anvil Ring Type Anvil
12.7mm(/2") Square Drive

Ring Type Anvil

NW-1200B
4 steps of power control

NW-1200B (2R)

NW-1600HA
4 steps of power control

NW-1600HA (2R)

NW-1600H-AT
4 steps of power control

Long Anvil Long Anvil
111 2
19.05mm(3/s") Square Drive
Ring Type Anvil
NW-2000HA
=\ 4 steps of power control

NW-1600SA | NW-2000HA (4R
4 steps of power control - ; (4R) .

Long Anvil "
SPECIFICATIONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

Capacity | Jfree Overall Net Spindle Square  |Air Inlet ] Average Air
Model No. (Bolt Size) |abood k;;,%;?_ s . | Shanksize |Thread| H9%¢SZe | consumption
mm in rpm { mm in kg b mm in mm in  |RcorNPT| mm in | m¥min | ft/min

NW-800 ] 10 3 | 7,000 128 | 5| 1.25| 2.8 |225| 7/s | 9.5 | 3s a 6.3 | /a | 01 3.5
NW-800S 10 % | 8,000 178 7 1141 24 |25 1 95 | s s 6.3 | Ya | 0.1 35
SwW-12 12 2 (8,000 124 | 478 1.26| 2.8 |27 |11s| 95 | 3 1/4 6.3 | Y4 | 01 3.5
NwW-12008B 14 | %16 | 7,000 | 174 | 6%7/32| 1.8 40 |28 |1332112.7 | /2 a 6.3 | Ya | 0.1 3.5
NW-1200B(2R) 14 | %hs | 7,000 | 224 | 8'%26/ 1.9 | 4.2 |28 |1332(12.7 | ' s 63 | s | 01 3.5
|NW-1600SA 16 5/ |6,500{ 165 | 62| 1.6 35 |26 |11/2(12.7 | 12 /s 63| Va4 | 015 | 53
NW-1600HA 16 56 |5,000| 195 | 7't/ 25 | 55 |31.8(|1 s (12.7 | )2 a 63| Ya | 0.15 | 53
J\_IW-1600HA(2R) 16 5/6 15,000 244 | 9%%4| 2.6 | 5.7 |31.8|1 Y1 |127 | /2 a 63 | Y4 | 015 | 53
NW-1600H-AT 16 56 |5,000| 194 | 75|25 | 55 | 325 |19%:2(|12.7 | /2 a 6.3 | Ya ;015 | 53
NW-2000HA 24 | %16 (4,500 | 230 | 9115/ 3.8 | 8.4 |38 |11/2[19.05| 31 1a 95 | 33 | 0.2 71
NW-2000HA(2R) 24 | 316 {4,500 | 330 | 13 [4.2 | 9.2 |38 {112 (19.05| 34 1a 95| 3 | 0.2 71

Specifications are subject to change without notice.
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IMPACT WRENCHES NP

POWERFUL TYPE

19.05mm(3/4") Square Drive 25.4mm(1") Square Drive
Ring Type Anvil Pin Hole Type Anvil

NW-2800P

4 steps of power control

NW-2800P (4R) NW-3500P

Long Anvil 4 steps of power control

25.4mm(1") Square Drive
Pin Hole Type Anvil

NW-3500GA NW-4300GA Inside trigger

4 steps of power control 4 steps of power control NW-4300GAU
NW-3500GA (6P) NW-4300GA (6P) 4 steps of power control
Long Anvil Long Anvil NW-4300GAU(6P)

Long Anvil

NW-5000 NW-5000 (7P)

4 steps of power control Long Anvil
P P 4 steps of power control

SPECIFICATIONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

. Free Overall Net Spindle

Modeino, | (Bonsiat) Jpeed| Lengih | weight | Ofiset | (SO TUCC) Hosesie | oGt
mm in rpm mm in kg Ib mm in mm in  [RcorNPT| mm in | m¥min | ®min

NW-2800P 28 | 136 | 5,000 | 225 | 8%7/32| 5.0 | 11 41.5 |1 5/s [19.05| 31 38 95| ¥ | 0.25 8.8
NW-2800P(4R) 28 | 13h6| 5,000 | 325 (12%5/32| 5.4 | 11.9 ] 41.5|1 5/s |19.05| 31 38 9.5| 3s | 0.25 8.8
NW-3500P 36 |13s | 4,000 280 | M 9.2(202{50 |[131/32|25.4 1 3% |12.7| /2 | 0.3 10.6
NW-3500GA 36 | 13/s | 4,000 388 (15932 9.5{20.9]50 |131/32(25.4 1 3 |12.7| 12 | 0.3 10.6
NW-3500GA(6P) | 36 |13/s | 4,000 | 551 (21116 10.5 | 23.1 | 50 |131/32|25.4 1 3 |12.7| /2 | 0.3 10.6
NW-4300GA 42 | 15/s | 4,000 | 453 |17%7/32| 12.9 | 28.4 |57 |2 /s |25.4 1 2 (127] 12 | 0.4 14.1
NW-4300GA(6P) | 42 |15/s | 4,000 | 590 (23 7/2| 14.2 | 31.2 (57 |2 V1 |25.4 1 2 (127 | /2 | 0.4 14.1
NW-4300GAU 42 | 15/s | 4,000 | 453 |1727/2| 12.9 | 28.4 | 57 |2 '/a (25.4 1 2 |12.7| /2 | 0.4 141
NW-4300GAU(6P)| 42 | 15/s | 4,000 | 590 |23 7/2| 14.2 | 31.2 |57 |2 V1 |25.4 1 2 1127| 2 | 0.4 141
NW-5000 52 2 13,000 | 430 |16'%6) 16.5 | 36.3 |62 |2 7/16|25.4 1 2 (12.7| 2 | 0.45 | 15.9
NW-5000(7P) 52 2 |3,000| 610 | 24 |18.0|39.6 |62 |2 7/16|25.4 1 2 |127| 2 | 0.45 | 159

Specifications are subject to change without notice.
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IMPACT WRENCHES T BB

The clutch-hammer impact wrenches produce an exceptionally high torque output. These super wrenches are quite effec-
tive in shipyard, bridge, building and heavy manufacturing plant.

LIGHT WEIGHT AND POWERFUL TYPE

25.4mm(1") Square Drive
Pin Hole Type Anvil

NWH-320A NWH-320P
3 steps of power control

POWERFUL TYPE

38.1mm(1 1/2") Square Drive — 44.5mm(1 3/s") Square Drive
Pin Hole Type Anvil Pin Hole Type Anvil

NWH-750 .
44.5mm(1 */,") Square Drive

NWH-500 NWH-750-24
63.5mm(2 '/2") Square Drive

SPECIFICATIONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

y Overall Net Spindle -
o, | e [ [ | e | B | e Tl un o | e
mm | in | rpm | mm | in | kg | b [ mm [ in | mm [ in |[RcorNPT| mm | in | m¥min | ft¥min
NWH-320A 39 | 1/2 {4,000 | 368 (1421 9.1 | 20 55 [ 2532|1254 | 1 s | 127 | 12 05 | 17.7
NWH-320P 39 | 12 (4,000 | 274 (1025/32) 9.0 | 19.8 55 | 2532|254 | 1 g [ 12.7 | e 05 | 17.7
NWH-500 52 2 |3,500) 563 [225/32| 29.0 | 63.8) 77 |31/32|38.1 | 12 Gl [19.0( % 1.2 | 424
NWH-750 75 3 2,200 634 |243%1/32| 52.5 [115.5| 95 | 3% |44.5| 13/a G1 |19.0| 3 15 | 53
NWH-750-24 75 3 12,200 | 646 25 7/16) 52.6 |115.7| 95 | 3% ’ 63.5| 212 | G1 |19.0| 31 15 | 53

Specifications are subject to change without notice.
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ANGLE IMPACT WRENCH/RATCHET WRENCH NPK’

9.5mm(3/s") Square Drive

Two-Hammer

NAW-6HS
Stopper Pin Type Anvil

NAW-6HS(P)
Pin Hole Type Anvil

12.7mm(/2") Square Drive
Stopper Pin Type Anvil
One-Hammer
NAW-1200 NAW-1600H
4 steps of power control 4 steps of power control

19.05mm(3/4"") Square Drive
Pin Hole Type Anvil
Two-Hammer

NAW-19A
4 steps of power control

NAW-16HS §
4 steps of power control

25.4mm(1") Square Drive
Pin Hole Type Anvil ;
Two-Hammer

NAW-32LA
4 steps of power control

SPECIFICATIONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

; Free Overall i Net indle i i
Capacity Height . Square |Air Inlet = Average. Air
Model No. (Bolt Size) ASppper%()i(. kg;?«;;‘ Approx. Kﬂ?:; Appfg:(. Shank Size | Thread| Hose Size Consumption
mm in rpm | mm in mm in kg Ib mm in mm in |RcorNPT| mm in | m¥min | f/min

NAW-6HS 6 /a |8,000| 238 {9%s | 57 (21a | 1.5| 3.3(14.5| %6 | 95 | s 1/a 63| 'a | 025 | 8.8

NAW-6HS(P)| 6 1/a |8,000| 238 |9%s| 57 |2'a | 1.5| 3.3|14.5| %6 | 95 | %8 /4 6.3| Va | 0.25 | 8.8

NAW-16HS 16 | 53 |3,500| 396 [151%/32|148 |5%7/:2| 9.6 |21.1 |30 |1 3/16|19.05| 3 38 |12.7| 12 | 0.45 | 15.9

NAW-19A 18 | 1116 | 4,000 | 413 |16 V4 (148 |5%7/32| 10.6 | 23.3 | 31 |1 7/32|19.05] ¥ 3% |12.7| /2 | 050 | 17.7

| NAW-32LA 22 | /s | 3,500 441 1735|200 |77/s |18.0|39.6 |43 |1'1/16|25.4 | 1 2 |12.7| 12 | 0.85 | 30

NAW-1200 12 | Y2 | 6,500 | 364 14'/:2) 77.5/3 1he| 3.0| 6.6 |23 | 29/32 [12.7 | )2 14 6.3 1a | 0.1 3.5

NAW-1600H | 14 | 96 [ 5,000 | 280 (11 Y2 77.5(3 6| 3.6 7.9|23 | /32 [12.7 | /2 1/a 63| s | 0.15 5.3

Specifications are subject to change without notice.

RATCHET WRENCHES

L —J
NRR-8B NRR-10B
SPECIFICATIONS Recommended Air Pressure 0.6MPa (6kgf/cm?,85psi)

Capacity | Free Overall Net Square Angle From Center | gj¢ jnjet . Average Air

Model No. (Bolt Size) | Speed A‘;;?;;" Xﬁ,‘?g‘}_ Shank Size ﬂ’e';?g;- k;g;gge Thread ing ok Consumption
mm in rpm | mm in kg b mm in mm in mm in |RcorNPT| mm in [ m¥min | ft/min

NRR-8B 8 546 | 200 | 178 | 7 054 1.2 | 95 | 38 | 30 |1%6| 15 | 1932 | 1Va 6.3 | Va 0.1 3.5

NRR-10B 10 | s 160 | 261 [10%32| 1.1 | 24 | 95 | 38 44 | 134 20 | 25/32 1/a 6.3 | s 0.1 3.5

Specifications are subject to change without notice.
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HYDRAULIC WRENCHES and HYDRAULIC UNITS NIPIK"
TR vt L R A D s |+ e

The best solution for tightening and loosening of large-diameter bolts and nuts.

D WRENCHES

NDW-30A

31.8mm(1 '/.") Square Drive

NDW-60A

38.1mm(1 '/2") Square Drive

NDW-100

38.1mm(1 '/.") Square Drive

NDW-180

44.5mm(1 */.") Square Drive

NDW-100
Capacity (Bolt Size) Stroke Overall |Net Weight| Square Maximum
Torque Adjustment Range Length Shank Hose Size :
Model No. | Standard Bolt | Hightension Bolt A ! 9 Approx. Ap;rgox. Approx. Size Oil Pressure

mm in mm in

KN-m kgf « m

ft-lb

mm| in |mm|in [ kg [ Ib (mm| in | mm| in |MPa kgflem’ psi

NDW-30A|33~48] 13/s-1%4 |25~36, 1-1%s | 0.88-2.94 | 90~300

650-2160

45 |125/32) 299 (115} 5.4/11.9(|31.8| 1Y/a | 6.3| /4 |168.6| 700 |9950

NDW-60A 42~60| 13/s-2 |32~45| 1'/s-13/4 | 1.76-5.88 |180-600

1300-4330

62 |2 7he| 350 [13%):2) 8.4/18.5/38.1| 112 | 6.3 '/a |68.6) 70019950

NDW-10048~72| 13/2-2%/4 [36~52 11/,-2

2.8-9.8 1290-1000

2090-7210

81.5/3 7/32{ 410 (16 5/:2)12.7{27.9|38.1| 1Y/2{10 | 3/s |68.6/ 700 |9950

NDW-180 [56~90| 2/s-3/> |42~64| 13/4-21/> | 4.9-17.64/500-1800

3600-12990194.5(3%%/32| 487 |19 315/21.8|48.0/44.5( 13/s |10 | %/s 68.6] 700 |9950

Specifications are subject to change without notice.

HYDRAULIC UNITS

e Easy torque adjustment by dial setting.

e Remote control operation, and automatic
stop at a preset torque.

o Compact, lightweight and portable.

e Easy switching from tightening to loosening.

o Low noise and low vibration.

% Option: Hydraulic hose, 5m long (standard)

PU-5, PU-5-2 PU-7, PU-7-2 Please use the genuine NPK hydraulic hose.
SPECIFICATIONS
Oil Pressure Oil Fiow Single Phase Motor | o Tank Dimensions
. High Low Capacity pr‘a’ﬂgm i Recommendable
Model No.| High Pressure | Low Pressure PracsiirelPrassire Voltage | Power Approx. . Width X Length X Height Mode! Name
MPa Jkgticm?| psi MPa'kgfIcm’ psi | U/min | min | AC,V | Kw | PS | kg b mm in
NDW-30A
PU-5 (68.6(7009950/6.86) 70 {995 0.3 1.3 (100/1100.5 [0.67| 5 |24 |52.8|341X200X355|137/6X7 7/6X13 3122 NDW-60A
PU-5-2 /168.6| 700 [9950/6.86| 70 |995| 0.3 1.3 200/2200.5 |0.67| 5 |24 |52.8/341X200X355 13 7/16X7 7/sX13 3132 NDW-100
NDW-60A
PU-7 |68.6|700199506.86| 70 |995| 0.55 | 5 100/110]0.75 1 7 [36.5|80.3|380X270X435| 14 5/5X10 5/8X17 /s NDW-100
PU-7-2 |68.6| 700 9950/6.86| 70 (995| 0.55 | 5§ 200/22010.75 1 7 36.5|80.3|380X270X435| 145/8X10 5/6X17 /s NDW-180

Specifications are subject to change without notice.
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OPTIONS

ATTACHMENT

9.5mm(3/s") Square Drive
ANGLE HEAD ATTACHMENT

AT-30A . .15

Dimensions: mm

Weight 0.6kg (1.31b) NW-800S with AT-30A NW-800 with AT-30A
12.7mm('/2") Square Drive
AT-40 | 28

- 130 —
NW-1600H-AT with AT-40

Dimensions: mm
Weight 1.3kg (2.91b)

LONG ANVIL
Ring Type Pin Hole Type
NW-1200A(2R) 50mm(2")long NW-3500GA(6P) 150mm(6")long
NW-1600H(2R) 50mm(2")long NW-4300GA(6P) 150mm(6")long
NW-2000H(4R) 100mm(4")long NW-4300GAU(6P) 150mm(6")long
NW-5000(7P) 180mm(7")long
Pneumatic oil oiler
This genuine oil is recommended Oil is lublicated antomatically when
to use avoid rust inside tools. this tool is installed at inlet portion.

—

28699105(4liter) Free rotation Type
28699049(N0O-20) RC-'/a
28699050(NO-30) RC-%s
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ACCESSORIES

NPK"’

SOCKETS
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IMPACT WRENCH IMPACT WRENCH D WRENCH

Dsr?:earseq :lmer;slonsB: mmL PART NO. Dsrcl'\:‘:rseq :mer;snonsaz mml.- PART NO. Dsr?:’:gz lemer:lonsB: mmL PART NO.

95mm| 8 (13 | 5 | 25| 24902169 254mm| 23|38.5) 14 | 57| 24902215 31.8mm| 41| 64| 27 | 70| 24902002

(%" | 9 |14.5] 6 | 25| 24902170 ) 24|40 |14 | 57| 24902216 (1) | 46| 69| 27 | 75| 24902003
1016 | 7 | 25| 24902171 26(42.5| 15 | 57| 24902217 50| 74| 27 | 78| 24902004
12 (19 | 8 | 25| 24902172 27145 | 15 | 60| 24902218 | 55| 83] 30 | 80| 24902006
13 (20 | 8 | 27| 24902173 | 29|47 | 16 | 60| 24902219 | 65| 98] 33 | 90| 24902011
14 21.5| 8 | 27| 24902174 30|50 | 16 | 62 24902220 | 70/105| 36 |100| 24902013
15 23 | 9 | 27| 24902175 32|52 | 18 | 62| 24902221 | 75/112| 38 (105, 24902015
17 255/ 10 | 27| 24902177 33|53 | 19 | 62 24902222 384Amm| 50| 80|24 | 95| 24902023

127mm| 10 |25 | 7 | 36| 24902181 35(55 | 19 | 62| 24902223 (1772) | 55| 88! 27 | 95| 24902025

(112") P_z 25 | 8 | 36| 24902182 36|56 | 19 | 62| 24902224 60| 94| 30 |100| 24902027
13 (25 | 8 | 36| 24902183 38(59 | 26 | 68| 24902225 70]107] 34 | 110! 24902031
114 |25 | 9 | 37| 24902184 41/63 | 26 | 68| 24902227 75|115| 36 | 115 24902033
17 |30 | 10 | 37| 24902186 46(69 | 26 | 72| 24902228 | 80/122| 40 |120| 24902035
19 {30 | 12 | 38| 24902188 50|74 | 28 | 75| 24902229 85(128| 43 [120| 24902036 |
21 (30 | 13 | 39| 24902189 55|82 | 31 | 80| 24902230 | 90136 46 |125| 24902037
22 (30 |14 | 39| 24902190 5885 | 31 | 80| 24902231 | 95|142| 49 |130| 24902038
23 (30 | 15 | 39| 24902191 38.1mm| 65/101| 40 |110| 24903045 100|148 | 52 [135| 24902040
24 (30 | 16 | 42| 24902192 (127 | 70/108] 42 [110| 24902237 105,155| 54 |135| 24902041
26 130 | 17 | 42| 24902193 75(115| 44 {115 24902238 4a5mm| 65!105| 32 [115| 24902043
|27 |30 | 18 | 45| 24902194 80,122 48 [120| 24902239 | |(1%") | 70|108| 34 |115| 24902045
29 (30 | 19 | 45| 24902195 85/129| 51 [120| 24902240 75(113| 36 (120 24902046
30 [30 | 20 | 49 24902196 445mm| 65/105| 32 | 115 24902243 80|119| 40 [125| 24902048 |

19.05mm| 17 |27.5) 10 | 48| 24902198 (1%") | 70/108| 34 [115| 24902244 85(126| 43 [130| 24902049

(") |19 |30.5! 12 | 48| 24902199 75(113| 36 (120| 24902245 90 [133| 46 |130| 24902050
|21 (33 | 13| 50| 24902200 80/119] 40 |125| 24902246 95/139| 49 |135 24902051 |
22 (34.5| 14 | 50| 24902201 85|126 | 43 |130 24902247 100|146 | 52 [135| 24902053
2336 | 14 | 50| 24902202 90|133| 46 (130, 24902248 Fos 153 | 54 [140| 24902054
24 |38 | 14 | 53| 24902203 95(139| 49 |135| 24902249 110|160 60 [140| 24902055
26 40 | 15 | 53| 24902204 100|146 | 52 [135] 24902250 1115166 | 62 |145| 24902056
27 |42 | 15| 53| 24902205 105|153 | 54 [140| 24902251 120[173| 66 |150| 24902057
| 29 |44 | 16 | 55| 24902206 110|160 | 60 [140| 24902252 130 /186 | 70 [160| 24902058
30 |46 | 16 | 55| 24902207 115166 62 [145| 24902253
32 |49 | 18 | 55| 24902208 120173 66 (150 24902254
35 |53 | 22 | 58] 24902209 130|186 | 70 |155 24902255
36 [54.5| 22 | 58| 24902210 63.5mm| 75/122| 36 |130| 24902257

254mm| 17 [31 | 12 | 57| 24902211 (2'2") | 85/135) 43 |135| 24902259

(1" 9 33.5 12 | 57| 24902212 | 95/148! 49 [140| 24902261
21 |36 | 13 | 57| 24902213 105 |160| 54 |145| 24902263
j—z? 137.5) 14 | 57] 24902214 110,168 60 | 150 24902264



